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PHOTOMETRIC GUIDE FOR OUTLINE (12900, 46900, 74900, 74901) 

INSTRUCTIONS Create photometric model by placing IES files based on the following dimensions.
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74900D(I)-54-2X2 

GENERAL DIMENSIONS FOR 74900D(I)-54 

GENERAL DIMENSIONS FOR 74900D(I)-78 

74900D(I)-54-3X2 

5.15” 5.15”39.90”

74900 
SUSPENDED WITH
AIMABLE PROJECTORS

Available outputs:
Uplight: LOW-REG-HO (uplight is optional)
Projectors: LOW-REG

74900D(I)-54-2X3

74900D(I)-78-3X2

74900D(I)-78-4X2

74900D(I)-78-2X3

74900D(I)-78-3X3
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GENERAL DIMENSIONS FOR 74901D(I)-54 

GENERAL DIMENSIONS FOR 74901D(I)-78 

74901 
SUSPENDED WITH
FIXED PROJECTORS

Available outputs:
Uplight: LOW-REG-HO (uplight is optional)
Projectors: LOW-REG

UPLIGHT : 48.00”

LENGTH: 53.68”

UPLIGHT : 72.00”

LENGTH: 77.68”

74901D(I)-54-4X1 

74901D(I)-54-6X1 

74901D(I)-54-2X2 

74901D(I)-54-3X2 

74901D(I)-54-2X3 

74901D(I)-78-6X1 

74901D(I)-78-9X1 

74901D(I)-78-3X2

74901D(I)-78-4X2

74901D(I)-78-2X3

74901D(I)-78-3X3
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