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Photometric Report

Number of lamps:
Lumens per lamp:
Input watts:
Distribution:
Efficiency:
Photometric type:
Luminous shape:
Units:

Luminous Dimensions:
0-180 Axis:

90-270 Axis:

Height:

Spacing Criteria (0):
Spacing Criteria (90):

Spacing Criteria (Four Luminaires):

Zonal Lumen Summary

Zone Lumens %Lamp %Fixt
0-30 56 3 4
0-40 111 6 8
0-60 302 17 21
0-90 752 42 53
90-120 427 24 30
90-150 634 35 45
90-180 660 37 47
0-180 1412 78 100

Total Luminaire Efficiency = 78%
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Luminance Data in candela/square meter
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Coefficients of Utilization

pfc= 0.20

pce-> 0.80 0.70
pw-> 0.7 05 0.3 0.1 0.7 05
RCR

o
©
o
@
ol
@
ol
[oe]
o
~
©
~
©

P ©O©oO~NDUAWNR
IN
w
w
N
N
o
=
©
w
©
w
=]

o
w
N
N
[
=
[&)]
[
[N
N
©
N
o

WWW.EUREKALIGHTING.COM

74

37

135.0

90.0

37

74

112

149

0.0

Copyright 2008 EUREKA LIGHTING



~ Q:\72 R & D\A Essai\Essai Photometrique\Produit\Standard\4000 SERIES\4156\4156-XX-JDJ-FRO-
CED26W\4156-XX-JDJ-FRO-CFD26W.ies

EUREKA Candela Distribution
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