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ACOUSTIC 8297 & 8298
ARENA 8210, 8220 ACCESSORY/ ACCESSOIRE

ACOUSTIC 8297-XX

INSTALLATION
1- (ACOUSTIC 8298-XX ONLY) INSERT THE ANCHORS (NOT SUPPLIED) IN THE CEILING.

2- INSERT THE ACOUSTIC PANELS ON THE FIXTURE.

3- (ACOUSTIC 8298-XX ONLY) INSERT AIRCRAFT CABLES IN CEILING GRIPPERS, ADJUST THE 
LENGHT OF THE CABLES TO DESIRED HEIGHT, CUT EXCESS CABLE.

INSTALLATION
1- (SEULEMENT POUR ACOUSTIC 8298-XX) INSÉRER LES CHEVILLES (NON FOURNIES) AU 

PLAFOND.

2- INSÉRER LES PANNEAUX ACOUSTIQUES SUR LE LUMINAIRE.

3- (SEULEMENT POUR ACOUSTIC 8298-XX) INSÉRER LES CÂBLES EN ACIER DANS LES SERRE-FILS 
AU PLAFOND, AJUSTER LA LONGUEUR DU CÂBLE SELON L’HAUTEUR DÉSIRÉ, COUPER LE 
SURPLUS DE CÂBLE.
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