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CYCLE 4800
ORDERING SPECIFICATION  SPÉCIFICATION DE COMMANDE CODE

QUICKSHIP

QS5
QS10

QUICKSHIP 5 DAYS - MAXIMUM 5 UNITS   QUICKSHIP 5 JOURS - MAXIMUM 5 UNITÉS
QUICKSHIP 10 DAYS - MAXIMUM 20 UNITS   QUICKSHIP 10 JOURS - MAXIMUM 20 UNITÉS

MODEL  MODÈLE

4800-24
4800-36
4800-54
4800-72

CYCLE 24"
CYCLE 36"
CYCLE 54"
CYCLE 72"

LIGHT SOURCE  SOURCE LUMINEUSE

LED
LED.HO
LED.SHO

REGULAR OUTPUT
HIGH OUTPUT
SUPER HIGH OUTPUT

COLOR TEMPERATURE  TEMPÉRATURE DE COULEUR

30
35
40

3000K
3500K
4000K

COLOR RENDERING INDEX (CRI)  INDICE DE RENDU DE COULEUR (IRC) 90

90 90+ CRI

VOLTAGE  VOLTAGE

120V
277V

120 VOLT
277 VOLT

CONTROL OPTION  OPTION DE CONTROLE

DV
DP

0-10V DIMMING (120V-277V)
PHASE DIMMING (120V ONLY)

DRIVER POSITION  POSITION DU PILOTE

RDP * RECESSED DRIVER
* 3981C (FOR 24, 36 REG & HO, 54 REG, 72 REG) OR 3981D (FOR 36 SHO, 54 HO & SHO, 72 HO & SHO) 
ACCESSORY IS REQUIRED

CABLE  CÂBLE AC

AC AIRCRAFT MOUNTING & CLEAR CABLE, FIELD ADJUSTABLE

CABLE LENGTH  LONGUEUR DE CÂBLE

60
**

60" AIRCRAFT CABLE (STD LENGTH)
CUSTOM AIRCRAFT CABLE LENGTH (PLEASE SPECIFY)
FOR OVERALL LENGTH, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE

MOUNTING OPTION  OPTION DE MONTAGE

RC1
RC2
RC3
RC4

ROUND CANOPY / PAVILLON ROND
FOR RECESSED DRIVER OPTION (FOR 24, 36 REG & HO, 54 REG, 72 REG): Ø6.35" X 0.25" (2403B) 
FOR RECESSED DRIVER OPTION (FOR 36 SHO, 54 HO & SHO, 72 HO & SHO): Ø9.4 " X 0.25" (2405B) 
FOR STANDARD (24, 36 REG&HO, 54, 72 REG & HO): Ø9.42" X 1.88" (2475I)
FOR STANDARD (36 SHO & 72 SHO): Ø12.00" X 1.88" CANOPY (2477I) 

MOUNTING CABLE OPTION  OPTION DE MONTAGE DE CÂBLE

RCA *
RCC

CENTERED ROUND CANOPY – AIRCRAFT CABLES ANGLED TO CENTER
CENTERED ROUND CANOPY – STRAIGHT AIRCRAFT CABLES
* NOT AVAILABLE WITH RECESSED DRIVER (RDP)
IF NO OPTION IS SELECTED, AN OFF-CENTERED ROUND CANOPY WITH STRAIGHT AIRCRAFT CABLES IS STANDARD

CANOPY FINISH  FINI PAVILLON WHE

WHE WHITE FINE TEXTURE

RING FINISH  FINI ANNEAU WHE

WHE WHITE FINE TEXTURE

ACCESSORY  ACCESSOIRE

3981C
3981D

JUNCTION BOX FOR RECESSED DRIVER OPTION (FOR 24, 36 REG & HO, 54 REG, 72 REG) 
JUNCTION BOX FOR RECESSED DRIVER OPTION (FOR 36 SHO, 54 HO & SHO, 72 HO & SHO)

FAMILY  FAMILLE

3800 (WALL SURFACE) 3800 (CEILING SURFACE) 4844-2 / 4844-3

4801-E 4801-EI 4801-I

FINISH  FINI

WHE-WH

MOUNTING OPTIONS  OPTIONS DE MONTAGE

MOUNTING CABLE OPTIONS  OPTIONS DE MONTAGE DE CABLE

RC1 (RDP)
Ø6.35” x 0.25”
Ø161 x 6mm

RC2 (RDP)
Ø9.4” x 0.25”
Ø240 x 6mm

64.00"
1625mm

64.00"
1625mm

64.00"
1625mm

4800 4800-RCA 4800-RCC
4800-24 4800-36 4800-54 4800-72

4.00"
102mm

Ø23.30"
Ø592mm

Ø53.37"
Ø1356mm

4.00"
102mm

4.00"
102mm

Ø71.42"
Ø1814mm

Ø35.33"
Ø897mm

4.00"
102mm

PRODUCT CHARACTERISTICS  CARACTÉRISTIQUES DU PRODUIT

RC3 RC4
Ø12.00” x 1.88”
Ø305 x 48mm

Ø9.30” x 1.88”
Ø236 x 48mm
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