
Eureka Lighting © 2017 www.eurekalighting.com V1.0-201705

PROJECT  PROJET

SPEC TYPE

NOTES

SPECIFICATION

 12.8" x 12.8"
(325mm x 325mm)

12640-2X2

159X REMODELING 
�159X RÉNOVATION

169X NEW CONSTRUCTION� 
169X NOUVELLE CONSTRUCTION
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ORDERING SPECIFICATION   � SPÉCIFICATION DE COMMANDE CODE

MODEL   � MODÈLE 12640-2X2

12640-2X2 MEGA BASS 2X2

HOUSINGS   � BOÎTIERS

159X
169X

REMODELING
NEW CONSTRUCTION

LIGHT SOURCE   � SOURCE LUMINEUSE

MR16.50.E
MR16LED.16.E
PAR20.50
PAR30.75
LED.8
LED.11

50W, HAL, MR16, GU5.3 BASE
16W MAX., LED, MR16, GU5.3 BASE
50W, INC, PAR20, MEDIUM BASE (120V ONLY)
75W, INC, PAR30, MEDIUM BASE (120V ONLY)
8W, LED
11W, LED

COLOR TEMPERATURE   � TEMPÉRATURE DE COULEUR

FOR LED ONLY

30
35
40

3000K
3500K
4000K

ANGLE BEAM   � ANGLE DE FAISCEAU

FOR LED ONLY

LED.8
17
48

LED.11
20
40

17°
48°

20°
40°

VOLTAGE   � VOLTAGE

120V
277V*

120 VOLT
277 VOLT
*NOT AVAILABLE IN LED 8W WITHOUT DV DRIVER OPTION

DIMMING OPTION   � OPTION DE GRADATION

FOR LED ONLY

DV
DP

0-10V DIMMING (120V-277V)
PHASE DIMMING (120V ONLY)
LED DIMMING DRIVER IS OPTIONAL FOR 12640-1X1 8W AND STANDARD FOR 12640-1X1 11W, 12640-2X1, 
12640-2X2, 12640-3X1 AND 12640-4X1, PLEASE SPECIFY YOUR DIMMING TYPE.

TRIM FINISH   � FINI CADRE

BLK
M G
WH

BLACK
METALLIC GRAY
WHITE

RING FINISH   � FINI ANNEAUX

BLK
M G
WH

BLACK
METALLIC GRAY
WHITE

ENCLOSURE FINISH   � FINI BOÎTIER

BLK
WH

BLACK
WHITE

ACCESSORY   � ACCESSOIRE

19640-2X2 FLUSHTM MOUNTING ACCESSORY (FOR 12640-2X2)

PRODUCT CHARACTERISTICS   � CARACTÉRISTIQUES DU PRODUIT

OUTER INNER

45° pivot 30° pivot

The contemporary and functional Mega Bass multiple recessed fixture, features up to four fully directional light 
sources in both linear and square formats. Due to the larger format, a wide range light sources are available 
including both standard and high performance Eureka LED modules with optional phase dimming (DP - 120V 
only) or 0-10V dimming (DV), as well as, MR16 Lamp types (LED retrofit or halogen) and incandescent. Dimming 
available for all light sources. To maximize design flexibility, the rings and the finish trim of the Mega Bass are 
available in black, white or metallic gray, while the enclosure is offered in reflective white or discreet black. 
Using our patented automatically locating mounting clip, Mega Bass is designed for quick installation in both 
new construction ceilings (169X) or when remodeling (159X) in an existing ceiling. For a clean look without the 
hassle of a trim-less installation, the Bass fixture can be installed using our Flush™ mounting accessory (19640).

FINISH COMBINATIONS   � COMBINAISONS DE FINIS

M G-M G-BLK

BLK-BLK-BLK

WH-BLK-BLK WH-WH-WH






	12640-2X2
	megabass_an

	PROJECT PROJET: 
	SPEC TYPE: 
	NOTES: 
	undefined_1: 
	undefined_2: 
	undefined_3: 
	undefined_4: 
	undefined_5: 
	undefined_6: 
	undefined_7: 
	undefined_8: 
	undefined_9: 
	undefined_10: 


