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PRODUCT CHARACTERISTICS  CARACTÉRISTIQUES DU PRODUIT

DESIGN : This accessory enables the Outline recessed to be installed 
in new constructions and grid ceilings. 

INSTALLATION :	 The	extendable	arms	can	be	fixed	on	joists	or	T-Bars.
STRUCTURE : The assembly is made of galvanized steel.
CERTIFIED :	 c-CSA-us

CONCEPTION :	 Cet	accessoire	permet	au	Outline	encastré	d’être	installé	dans	les	
nouvelles	constructions	ou	au	plafonds	suspendus.

INSTALLATION : Les	bras	extensibles	peuvent	être	fixés	sur	des	solives	ou	des	barres	en	T.
STRUCTURE :	 L’assemblage	est	fait	d’acier	galvanisé.
CERTIFIÉ :	 c-CSA-us

ORDERING SPECIFICATION  SPÉCIFICATION DE COMMANDE CODE

MODEL  MODÈLE

19900-1X1
19900-2X1
19900-3X1

NEW CONSTRUCTION & SUSPENDED CEILING MOUNTING PLATE (FOR 12900-1X1)
NEW CONSTRUCTION & SUSPENDED CEILING MOUNTING PLATE (FOR 12900-2X1)
NEW CONSTRUCTION & SUSPENDED CEILING MOUNTING PLATE (FOR 12900-3X1)

19900-1X1 19900-3X1

14.15" to 24.10" 
360mm to 610mm  

13.00"
330mm

19900-2X1

14.15" to 24.10" 
360mm to 610mm  

18.10"
460mm

14.15" to 24.10" 
360mm to 610mm  

23.30"
590mm

NOTES

SPEC TYPE

PROJECT PROJET

NEW CONSTRUCTION & SUSPENDED 
CEILING MOUNTING PLATE 19900
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