DELTA 3215/ 3215B

‘ PROJECT PROJET ‘ ORDERING SPECIFICATION SPECIFICATION DE COMMANDE CODE
‘SPEC TYPE ‘ MODEL MODELE
3215 DELTA (GLASS)
NOTES 32158 DELTA (ACRYLIC)

LIGHT SOURCE SOURCE LUMINEUSE

(WATTAGE, LAMP TYPE, LAMP FORM, BASE TYPE, OTHER INFO)
LED S REGULAR OUTPUT
LED.HO = HIGH OUTPUT

COLOR TEMPERATURE TEMPERATURE DE COULEUR

30 3000K
35 3500K
40 4000K

VOLTAGE VOLTAGE

120v 120 VOLT
277V 277VOLT

DIMMING OPTION OPTION DE GRADATION

- DV 0-10V DIMMING (120-277V)
DP PHASE DIMMING (120V ONLY)
HOUSING FINISH ~ FINI BOITIER CHR
CHR CHROME
DIFFUSER FINISH FINI DIFFUSEUR WH
WH WHITE
END CAPS FINISH  FINI EMBOUTS CHR
CHR CHROME

ACCESSORY ACCESSOIRE
3980 MINI JUNCTION BOX

FAMILY FAMILLE
‘ PRODUCT CHARACTERISTICS CARACTERISTIQUES DU PRODUIT

DEEA

DESIGN: Subtle and highly modern design that features a tapering rectilinear form. ADA compliant.
LIGHT SOURCE: LED light sources. Dimming available.
4234-VDP/VDPA 4234-VDX/VDXA HOUSING & END CAPS: Die-stamped steel structure with plated finish. Steel chrome plated end cap.
DIFFUSER: Hand blown white triplex glass (3215) or acrylic (3215B).
Tl i T CERTIFIED: c-CSA-us
CONCEPTION Contemporaine et subtile, la forme est rectilignement effilée. Conforme a la norme ADA.
SOURCE LUMINEUSE DEL avec gradation disponible
BOITIER & EMBOUTS Acier embouti plaqué. Embout en acier chromé
DIFFUSEUR: Verre triplex blanc soufflé & la main (3215) ou acrylique (3215B).
CERTIFIE: c-CSA-us
4427-VDP/VDPA 4427-VDX/VDXA
3215/3215B
B O
100mm
24.25"
616mm

J-BOX

12.13"

308mm

3.19" 4.50"
81mm 114mm
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ANATOMY

DELTA, FOLIA, SENET

MOUNTING

Die-formed steel structure,

Durable chrome finish;

can be mounted vertically or horizontally
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ENDCAPS

Chromed flat plate endcaps
mechanically attached to structure
without exposed fasteners

DIFFUSER
Mouth blown white triplex glass diffuser
designed for easy installation and maintenance

LED LIGHT ENGINE
ANSI binned white LED Nichia w/ 3215 3216
on-board thermal management DELTA FOLIA

3217
SENET

SPECIFICATIONS

LIGHT SOURCE
MODULE

LUMENS (DELIVERED)
SYSTEM WATTAGE
CCT/CRI

ROHS

THERMAL MANAGEMENT
LIGHT DISTRIBUTION
VOLTAGE

DIMMING

LM-79/L70

HOUSING

DIFFUSER
MOUNTING

ENDCAPS
WARRANTY

O EUREKA

LED-REG
18 x NICHIA LEDS

LED-HO

UL recognized - made in USA

690 lm 1002 lm
A 13.5W
80 CRI [typical)

Compliant

Light Engine w/ on-board Thermal Management

Direct - 120° Beam Angle

120 or 277V

Phase (DP) or 0-10V (DV) Dimming

On request / Estimated 50 000 hrs

Formed Cold Rolled steel finished in white polyester powder coat (0.036” nominal thickness)

Mouth blown white triplex glass

Formed Cold Rolled Steel (0.060” nominal thickness) w/ Chrome Plated Finish

Precision laser cutting and Formed Cold rolled Steel (0.048" nominal thickness) w/ Chrome Plated Finish

5years

225 de Liege Ouest, Suite #200
Montréal (QC), Canada H2P 1H4
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ANATOMIE B B B B DELTA, FOLIA, SENET

MONTAGE STRUCTURAL
fabriqué en acier plié et plaqué chrome;
peut étre installé verticalement ou horizontalement

=/ EMBOUTS
N1 plats, découpés au laser et chromés,
4 E attachés mécaniquement a la structure

Ii ~ sans quincaillerie exposée
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ECLAIRAGE EN VERRE SOUFFLE
Verre Triplex blanc soufflé a la main
concu pour une installation facile

et un entretien simple
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SOURCES LUMINEUSES A LED

Bandes de LED Nichia blanche offertes 3215 3216 3217
avec un dissipateur thermique intégré DELTA FOLIA SENET

SPECIFICATIONS LED-REG LED-HO

SOURCE LUMINEUSE 18 x NICHIA LEDS

MODULE Reconnu UL - Fabriqué aux Etats-Unis

LUMENS (LIVRES) 690 Im 1002 lm

CONSOMMATION TOTALE oW 13.5W

CCT/CRI 80 CRI [typique)

ROHS Conforme

GESTION THERMIQUE Sources lumineuses avec autocontrole de température

DISTRIBUTION LUMINEUSE Directe - diffusée a 120°

VOLTAGE 120 ou 277V

GRADATION Gradation phase (DP) ou 0-10V (DV)

LM-79 /L70 Sur demande / 50 000 hrs estimées

BOITIER Acier découpé, plié (0.036" épaisseur nominale) / fini de peinture électrostatique & base de Polyester blanche

DIFFUSEUR Verre Triplex blanc soufflé a la main

MONTAGE STRUCTURAL Acier découpé, plié (0.060" épaisseur nominale] et chromé

EMBOUTS Acier découpé, plié (0.048” épaisseur nominale) et chromé

GARANTIE 5ans

225 de Liege Ouest, Suite #200

‘ ‘ Montréal (QC), Canada H2P 1H4
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