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PROJECT  PROJET

SPEC TYPE

NOTES

SPECIFICATION

NOVA 3300 / 3300B

3300

3300B

3300 3300B

2.68"
68mm

4.92"
125mm

7.03"
179mm

J-BOX
4.78"
121mm

2.68"
68mm

4.92"
125mm

7.03"
179mm

J-BOX
4.78"
121mm

OPTIONS

3300B  
ENGRAVED / GRAVÉE

3300B CUT THROUGH 
PLATE / PLAQUE DÉCOUPÉE

ORDERING SPECIFICATION    SPÉCIFICATION DE COMMANDE CODE

MODEL    MODÈLE

3300
3300B

NOVA
NOVA B

LIGHT SOURCE    SOURCE LUMINEUSE LED.1

(WATTAGE, LAMP TYPE, OTHER INFO)

LED.1 1W, LED

COLOR TEMPERATURE    TEMPÉRATURE DE COULEUR

30
35
40

3000K
3500K
4000K

VOLTAGE    VOLTAGE 120V

120V 120 VOLT

STRUCTURE FINISH    FINI STRUCTURE M G

M G METALLIC GRAY

DECORATIVE PLATE FINISH     FINI PLAQUE DÉCORATIVE

FOR 3300B ONLY

S A SATIN ALUMINUM

PRODUCT CHARACTERISTICS    CARACTÉRISTIQUES DU PRODUIT

DESIGN: Classic way-finding fixture can be ordered with custom artwork for orders over ten units.
LIGHT SOURCE: Energy saving LED standard.
STRUCTURE: Die-cast aluminum structure.
FINISH: Metallic gray powder coated finish.
OPTIC: Standard corrugated aluminum face plate or smooth polymeric face plate (3300B).
CERTIFIED: c-CSA-us

CONCEPTION: Produit classique de signalisation offert avec des illustrations sur-mesure pour  
une commande de plus de dix unités.

SOURCE LUMINEUSE: DEL à faible consommation.
STRUCTURE: Structure d’aluminium injectée.
FINI: Peinture électrostatique grise métallique.
OPTIQUE: Plaque d’aluminium standard striée ou plaque lisse de polymère (3300B).
CERTIFIÉ: c-CSA-us


	PROJECT PROJET: 
	SPEC TYPE: 
	NOTES: 
	undefined_8: 
	undefined_12: 
	undefined_14: 


