


2036
2038

4036
4038

2036B
2038B

ANATOMY SLIM/STUBBY STACK

SPECIFICATIONS LED            HALOGEN       INCANDESCENT

8302/63028304/6304B8302/B6302

LIGHT SOURCE

LUMENS (ESTIMATED)
CRI
ROHS
HOUSING
HEATSINK
LIGHT DISTRIBUTION
OPTICS
VOLTAGE
DRIVER
DIMMING
LM-79
WARRANTY

4 x Nichia - total ±4 w
UL recognized - made in USA 

A/NA/N
A/NA/N

A/NA/N

A/NA/N

Electronic low voltage transformer N/A

A/NA/N

elbammiDelbammiD

376 lm - 468 lm (4000K)
85 CRI (typical)
Compliant
Die-formed steel
Black anodized aluminium
Directional projector (203X(B))/Direct (403X)
LEDIL TIR - 17° total beam angle
120V or 277V
350 mA
Phase dimming (DP) or 0-10V dimming (DV)
On request
5 years (on electronic components)

MR16C, GU5.3 Base/MR16, GZ10 Base- 50W

120V (MR16), 120V or 277V (MR16C)

3-5 years (on transformer, depending 
                   of the transformer)

INC, PAR20, Medium Base- 50W 

120V 

CHROME CANOPY
1/4” thk Standard

1” thk Dimming

SHADE
Double layered die-formed 
steel with chrome plated 
or polyesterpowder finish

ORIENTATION
Adjustable fitting

DIMMING OPTION
Lightech ”Trailing Edge” 
electronic dimming driver

17º TOTAL BEAM ANGLE
PMMA TIR (total internal 
reflecting) Ledil optic 

HALOGEN MR16

V3.0-201705www.eurekalighting.comEureka Lighting©2017

203XB 203XB

350° 90°

Ø4.79"
Ø122mm

7.87"
200mm

6.50"
165mm

5.00"
127mm

J-BOX
2.25"
57mm

5.20" 132mm HAL, 
  

  INC, LED

6.10" 155mm LED DIM 

7.03"
178mm

Ø3.18"
Ø81mm

Ø3.18"
Ø81mm

8.14"
207mm

6.50"
165mm

5.00"
127mm

J-BOX
2.25"
57mm

3.74" 95mm   HAL, 
  

  INC, LED

4.61" 117mm LED DIM 

6.66"
169mm

Ø4.79"
Ø122mm

5.53"
140mm

Ø3.18"
Ø81mm

5.16"
131mm

Ø4.79"
Ø122mm2036B2038B 4038

4036 2036

2038

LED MODULE WITH DIE-CAST
ALUMINUM  HEATSINK 
Black anodized for improved
thermal management

INCANDESCENT ORIENTATION
Adjustable fitting 

on stem

STEM

CONTRASTING AND VERSATILE
Pendant and projector have a
perfectly formed design

CERTIFICATION CSA recognized

MODULE

225 de Liège Ouest, Suite #200 
Montréal (QC), Canada   H2P 1H4 
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2038B

ANATOMIE SLIM/STUBBY STACK

SPÉCIFICATIONS DEL           HALOGÈNE   INCANDESCENT

8302/63028304/6304B8302/B6302

ROHS

LM-79

A/NA/N
A/NA/N

A/NA/N

A/NA/N

Transformateur électronique à bas voltage N/A

A/NA/N

elbairav étisnetnIelbairav étisnetnI

MR16C, GU5.3 Base/MR16, GZ10 Base- 50W

120V (MR16), 120V ou 277V (MR16C)

3-5 ans (sur le transformateur, selon le 
               transformateur)

INC, PAR20, Base moyenne- 50W 

120V 

PAVILLON CHROMÉ
1/4” d’épaisseur 

(standard)
1” d’épaisseur 

(à gradation)

ABAT-JOUR
En deux épaisseurs d’acier 
embouti avec fini chromé 
ou peinture électrostatique 
à base de polyester

ORIENTATION
Ajustable

DIMMING OPTION
Pilote électronique à 
gradation Lightech 
”Trailing Edge” 

ANGLE TOTAL DE FAISCEAU 
LUMINEUX DE 17º 
PMMA RTI (réflexion 
totale interne) optique Ledil

HALOGÈNE MR16
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203XB 203XB

350° 90°

Ø4.79"
Ø122mm

7.87"
200mm

6.50"
165mm

5.00"
127mm

J-BOX
2.25"
57mm

5.20" 132mm HAL, 
  

  INC, LED

6.10" 155mm LED DIM 

7.03"
178mm

Ø3.18"
Ø81mm

Ø3.18"
Ø81mm

8.14"
207mm

6.50"
165mm

5.00"
127mm

J-BOX
2.25"
57mm

3.74" 95mm   HAL, 
  

  INC, LED

4.61" 117mm LED DIM 

6.66"
169mm

Ø4.79"
Ø122mm

5.53"
140mm

Ø3.18"
Ø81mm

5.16"
131mm

Ø4.79"
Ø122mm2036B2038B 4038

4036 2036

2038

MODULE DEL AVEC RADIATEUR 
D’ALUMINIUM INJECTÉ 
Avec fini anodisé noir pour 
optimiser la diffusion de la 
chaleur 

INCANDESCENT ORIENTATION
Ajustable sur tige

TIGE

CONTRASTANT ET POLYVALENT
Pendant and projector have a
perfectly formed design

CERTIFICATION

MODULE

RADIATEUR
DISTRIBUTION LUMINEUSE

VOLTAGE

GRADATION

SOURCE LUMINEUSE

LUMENS (ESTIMÉ)
IRC

OPTIQUE

PILOTE

GARANTIE

4 x Nichia - total ±4 w
Reconnu par UL - Fabriqué aux États-Unis
376 lm - 468 lm (4000K) 
85 IRC (typique)
Conforme
Aluminium anodisé noir
Direct 
LEDIL TIR- angle total de faisceau de 17° 
120V ou 277V
350 mA
Gradation phase (DP) ou Gradation 0-10V (DV)
Sur demande
5 ans (sur les composantes électroniques)
Reconnu par CSA

225 de Liège Ouest, Suite #200 
Montréal (QC), Canada   H2P 1H4 
Tel : 514.385.3515   Fax : 514.385.4169 
www.eurekalighting.com 
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