ARENA - GLOW 8291

‘ PROJECT PROJET ‘

‘ SPEC TYPE ‘

NOTES

FAMILY FAMILLE

FINISH FINI

| —

ARENA 8200 ARENA - BEAM 8290 BLKE

===

ARENA - AIM 8292 ARENA - SLICE 8293 WHE

8291
244"
62mm
3.50"
89mm

2.83"
72mm
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ORDERING SPECIFICATION SPECIFICATION DE COMMANDE CODE
MODEL MODELE 8291
8291* ARENA - GLOW

*ARENA - GLOW IS AN ACCESSORY LIGHT SOURCE USED WITH ARENA 8200 (SOLD SEPARATELY)

LIGHT SOURCE SOURCE LUMINEUSE LED

LED REGULAR OUTPUT, 8W
TOTAL DC LOAD OF INSTALLED LIGHT SOURCES (8290, 8291, 8292, 8293-36, 8293-54) MUST NOT EXCEED 90W.

COLOR TEMPERATURE TEMPERATURE DE COULEUR

27 2700K
30 3000K
35 3500K
40 4000K

COLOR RENDERING INDEX INDICE DE RENDU DE COULEUR (IRC)
80 80+CRI

PROJECTORFINISH FINIPROJECTEUR

BLKE BLACK FINE TEXTURE

WHE WHITE FINE TEXTURE

OPTICAL ACCESSORIES ACCESSOIRES OPTIQUES FRO
FRO FROSTED LENS

PRODUCT CHARACTERISTICS CARACTERISTIQUES DU PRODUIT

DNEEEH

DESIGN: With its thick clear-cut crystalline diffuser, ARENA — GLOW adds a touch of

ambient luxury to the stately ARENA (8200) ring profile. Using the same 62mm

body of ARENA — BEAM, the accessory rotates 90° in each direction and can

be flipped vertically on the ring to enable direct or indirect illumination.

Magnetically positioned anywhere on the ARENA for easy on-site installation or reconfiguration
of the lighting environment. A maximum of up to 12 ARENA - GLOW can be installed on

each ARENA or can be combined with other accessories for a total load of up to 90W.

COB LED combined with machined acrylic diffuser. The diffuser has a frosted interior surface
for a smooth light diffusion and a perfectly polished exterior giving it a jewel-like look.

INSTALLATION:

LIGHT SOURCE:

PROJECTOR: Custom designed diecast aluminum heatsink offered in white or black architectural grade finish.
CERTIFIED : c-CSA-us
CONCEPTION: Avec son diffuseur massif et cristallin, ARENA — GLOW ajoute une touche

luxueuse a I'anneau ARENA (8200). En utilisant le méme corps de 62 mm de
ARENA - BEAM, I'accessoire pivote sur 90° dans chaque direction et peut
étre inversé sur I'anneau pour une illumination directe ou indirecte.

INSTALLATION: Positionné magnétiquement n'importe ot sur ’ARENA pour faciliter

I'installation ou la reconfiguration de I’éclairage sur site. Un maximum de 12

ARENA - GLOW peuvent étre installés sur chaque ARENA ou étre combinés

avec d’autres accessoires jusqu’a une charge maximale de 90W.

SOURCE LUMINEUSE: LED de type COB combiné a un diffuseur en acrylique usiné. Le diffuseur
aune surface intérieure givrée pour une diffusion douce de la lumiere et
un extérieur parfaitement poli lui attribuant un aspect luxueux

PROJECTEUR: Dissipateur thermique en aluminium moulé congu sur mesure offert
avec une finition noire ou blanche de grade architectural.

CERTIFIE: c-CSA-us

REFERENCE CHART TABLEAU DE REFERENCE

RING LIGHT SOURCES

ARENA BEAM cLow AIM SLICE RD SLICE RD
8200-36 5 8200-54 8290 8291 8292 829336 8293-54
MAX'M%“(;'VBC LOAD 8WDC 8WDC 8W DC 8w DC 11W DC
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V1.1 — 2022.10



ARENA - GLOW 8291

3.5"
82mm

@2.4"
@62mm

CONNECT

MEET YOUR SPEC

The quantity, position and orientation

of spots on the structure can be
modified as desired

ARENA (8200) REQUIRED (SOLD SEPARATELY])

GLOW attaches anywhere
along the ARENA structure

A SOFT AMBIENT GLOW

With its thick clear-cut crystalline diffuser, the GLOW adds
a touch of ambient luxury to the stately ARENA (8200) ring
profile (sold separately). It can be displaced, flipped up or

down and rotated left or right instantly without tools

DIE-CAST ALUMINUM HEATSINK
Custom designed for optimal heat
dissipation, black or white textured finish

HIGH POWER COB LED

A S S S S St s .

Single point source with
high performance efficiency

COMPACT REFLECTOR

Aluminum coated reflector for
efficient light output

SOLID DIFFUSER
A combination of clear and frosted acrylic
diffuser for a jewel like appearance

=S

90° 90° *
Attach Rotate Flip Move Group
Secured by strong neodium GLOW can be rotated GLOW can be flipped up or Position on the ARENA as Place together to concentrate
magnets. Tested to UL sideways up to 90° in each down for direct or indirect desired to highlight areas lightin areas along the
standards to support several direction to help highlight a illumination below or create a visual ARENA
times its weight particular area or object pattern

PRODUCT SPECIFICATION

PERFORMANCE

DC LAOD

DELIVERED LUMENS (4000K)
EFFICACY (INCLUDING DRIVERS)
OTHER INFORMATIONS
OPTIC

REFLECTOR (BEAM ANGLE)
LUMINAIRE’S WEIGHT
L70 (LUMEN MAINTENANCE)

EFFICACY MULTIPLIERS

CRI CcCcT FACTOR
80+ 4000K 1.00
80+ 3500K 0.99
80+ 3000K 0.97
80+ 2700K 0.94
90+ 4000K 0.89
90+ 3500K 0.86
90+ 3000K 0.84
90+ 2700K 0.80

8291

8w
937LM
122 LM/W

MACHINED CLEAR ACRYLIC
WITH FROSTED INNER FINISH
MEDIUM (26°)
0.7LBS/0.3KG

>55000 HRS

LIGHT DISTRIBUTION

8291

O EUREKA

Visit our website for warranty terms and conditions.

Tpyye™

TECHNICAL DATA

Allright reserved and all designs protected by copyrights. Eureka Lighting reserves the right to change or modify specification without notification.
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ARENA - GLOW 8291

UNE DOUCE LUEUR
~ Muni d'un épais diffuseur crystallin, le GLOW ajoute une touche de
luxe au majestueux profil du ARENA (8200) vendu séparément.
Il peut étre déplacé, dirigé vers le haut ou le bas, pivoté
\ de gauche a droite sans aucun outil

S

DISSIPATEUR EN ALUMINIUM

\ Concu sur mesure pour une dissipation

3.5" \ thermique optimale. Offert en finis
finement texturés noir ou blanc

A S S S S St s .

DEL COB HAUTE PUISSANCE
/ Source unique efficace et haute
/ performance

REFLECTEUR COMPACT
Réflecteur fini aluminium pour
une sortie efficace de la lumiere

CONNECTEZ
GLOW se fixe n’importe ou
sur le périmetre du ARENA

REPONDEZ A VOS SPECIFICATIONS
La quantité, position et orientation
des projecteurs peut étre modifiée
selon vos désirs

DIFFUSEUR SOLIDE

Taillé dans I’acrylique tel un bijou,
un diffuseur clair a I’extérieur et
givré a I'intérieur

ARENA (8200) REQUIS [VENDU SEPAREMENT]

Nii=s

90°

Attachez

Sécurisé par de puissants
aimants en néodyme. Testé
selon UL pour supporter
plusieurs fois leur poids

SPECIFICATION PRODUIT

PERFORMANCE

CHARGE DC

LUMENS REELS (4000K)

EFFICACITE (INCLUANT UNITE D'ALIMENTATION)
AUTRES INFORMATIONS

OPTIQUE

REFLECTEUR (ANGLE DE FAISCEAU)
POIDS DU LUMINAIRE
L70 (MAINTENANCE DE LA LUMIERE)

FACTEUR D’EFFICACITE

IRC ccT FACTEUR
80+ 4000K 1.00
80+ 3500K 0.99
80+ 3000K 0.97
80+ 2700K 0.94
90+ 4000K 0.89
90+ 3500K 0.86
90+ 3000K 0.84
90+ 2700K 0.80

Pivotez

GLOW peut étre tourné 90°
sur le coté dans chaque
direction afin d'illuminer une
zone ou un objet particulier

8291

8w
937LM
122 LM/W

ACRYLIQUE CLAIRE USINE
AVEC FINI INTERIEUR GIVRE
MEDIUM (26°)
0.7LBS/0.3KG

>55000H

DISTRIBUTION LUMINEUSE

8291

O EUREKA

Inversez

GLOW peut étre tourné vers
le haut ou le bas pour une
illumination directe ou
indirecte

Déplacez

Positionnez sur le ARENA tel
que désiré afin d'illuminer
des zones sous le luminaire
ou créer des motifs visuels

Groupez

Placez ensemble afin de
concentrer des zones de
lumiere le long du ARENA

NS g

5%‘
B
S
3

S

S,

Visitez notre site Web pour les termes et conditions.

DONNEES TECHNIQUES

Tous droits réservés et tous les dessins protégés par le droit d'auteur. Eureka Lighting se réserve le droit de changer ou de modifier les spécifications sans préavis.
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Arena Mapping

MIXING LIGHT SOURCES IS POSSIBLE AND RECOMMENDED. TO HELP YOU DO SO, SUBSTRACT THE DC LOAD OF EACH LIGHT SOURCE FROM THE MAXIMUM DC LOAD OF ARENA.
DO NOT EXCEED MAXIMUM WEIGHT PER SIDE

LUMINAIRE

ACCESSORIES
HEAD

ACCESSORIES
SLICE

ACCESSORIES
ADAPTER

ACCESSORIES

ACOUSTIC

*WE RESERVE THE RIGHT TO MODIFY ANY INFORMATION AT ANY TIME.

ARENA RING ARENA SQUARE ARENA SQUARE ARENA STRAIGHT ARENA STRAIGHT
8200 8220 8220 8210 8210
FRAME
CONFIGURATION
MAXIMUM TOTAL 180W 180W
DC LOAD OF ACCESSORY 90WDC SOWDC (90W DC PER 2 SIDES) 90WDC (90W DC PER SIDE)
MAXIMUM TOTAL
WEIGHT OF ACCESSORY 251BS 25LBS/ SIDE 25LBS/ SIDE 25LBS/SECTION 25LBS/ SECTION
8220-36X36 8210-36 (1SECTION)
8220-36X54 8210-54 (1 SECTION)
8200-36 8220-54X54 8210-70 (2 SECTIONS)
NFIGURATION SIZE
CONFIGU ON'S 8200-54 8220-36X96 8210-96 (1 SECTION)
8220-54X96 8210-158 (3 SECTIONS)
8220-96X96 8210-190 (2 SECTIONS)
BEAM GLOW AIM CONE BALL
8290 8291 8292 8294 8295
LIGHT SOURCES ’
=
—
DC LOAD 8WDC 8WDC 8WDC 1MwWDC 8WDC
WEIGHT LBS 0.621.BS 0.70LBS 0.61LBS 0.881LBS 0.48 LBS
SLICE-ROUND 8293 (ONLY FOR 8200) SLICE-SQUARE 8296
8293-36 8293-54 8296-36 8296-54

LIGHT SOURCES

==

\

DC LOAD 8W DC W DG 8WDC MWD
WEIGHT LBS 1.241BS 1.65LBS 2.221BS 3.501BS
MILL14" SCOUT 02.75" SCOUT 04" MIKA 8" BLOOM MINI MUTE CELESTE
4277D-14 4048-XX 4049-XX 4230-8 4269-XX 4258-16 4010-CELT
LIGHT SOURCES I T
DG LOAD 8W DC 8WDC 8W DC 8W DC 11W DG 8WDC
WEIGHT LBS 1.318S MAX 4.32 LBS MAX 6.05 LBS 2.401BS MAX 9.75 LBS 5.831BS 2.2018BS
ACOUSTIC BAFFLE FOR ARENA SQUARE ACOUSTIC BAFFLE FOR ARENA STRAIGHT
8297-40 8297-58 8298-40 8298-58
ACOUSTIC ' '
CONFIGURATION
WEIGHT LBS 1,38 LBS / PANEL 1.63LBS / PANEL 1.38 LBS / PANEL 1.63LBS / PANEL
CONFIGURATION USE FOR 8220-56%36 8220-54x54 8210-XX 8210-XX
ey 8220-36X54 8220-36X54 o e
8220-36X96 8220-54X96

Q

EUREKA




ARENA 8200

‘ PROJECT PROJET ‘

ORDERING SPECIFICATION SPECIFICATION DE COMMANDE CODE
‘ SPECTYPE ‘ MODEL MODELE
8200-36 ARENA 36"
NOTES 8200-54  ARENAS54"
MAXIMUM DC LOAD PUISSANCE MAXIMALE DC 90w
90W 90 WATT DC
TOTAL DC LOAD OF INSTALLED LIGHT SOURGES (8290, 8291, 8292, 8293-36, 8293-54) MUST NOT EXCEED 90W.
RING LIGHT SOURCES
ARENA BEAM GLOW AIM SLICE RD SLICE RD
8200-36 & 8200-54 8290 8291 8292 8293-36 8293-54
MAXIM%’;I‘BC LOAD 8WDC 8WDC 8WDC 8WDC 1MW DC
VOLTAGE VOLTAGE
120V 120 VOLT
277V 277 VOLT
CONTROL OPTION OPTION DE CONTROLE [»)"
bv 0-10V DIMMING (120V-277V)
NLTAIR2* NLIGHT AIR CONTROL GEN 2 (NOT AVAILABLE WITH MOUNTING OPTION RC3)
NLIGHT* NLIGHT WIRED CONTROL (NOT AVAILABLE WITH MOUNTING OPTION RC3)
R LED DIMMING DRIVER IS STANDARD IN THIS PRODUCT
*NLIGHT INTEGRATION REQUIRES A REMOTE POWER PACK (39NLAA & 39NLWA AS BELOW FOR NLIGHT)
REFER TO NLIGHT GUIDE AND INSTALLATION SHEET FOR ALL REQUIREMENTS.
DRIVER POSITION POSITION DE UALIMENTATION
RDP * RECESSED DRIVER
*3981C IS REQUIRED
CABLE CABLE AC
AC AIRCRAFT MOUNTING & CLEAR CABLE, FIELD ADJUSTABLE
CABLE LENGTH LONGUEUR DE CABLE
FAMILY FAMILLE FINISH FINI
60 60" AIRCRAFT CABLE (STD LENGTH)
*x CUSTOM AIRCRAFT CABLE LENGTH (PLEASE SPECIFY)
FOR OVERALL LENGTH, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE.
£ g MOUNTING MONTAGE RC
RC1 ROUND CANOPY ON JBOX FOR RECESSED DRIVERS 0.5" (2475C)
RC2 ROUND SURFACE SCREWLESS CANOPY 1.87" (2475I)
RC3 ROUND SURFACE SCREWLESS CANOPY 0.50" FOR REMOTE DRIVER BOX 12"X16" (2471C)

* PAIR WITH ACCESSORY 3981GA

ARENA - BEAM 8290 ARENA - GLOW 8291 BLKE

MOUNTING CABLE OPTION OPTION DE MONTAGE DE CABLE

IFNO OPTION IS SELECTED, AN OFF-CENTERED ROUND CANOPY WITH STRAIGHT AIRCRAFT CABLES IS STANDARD

RCC CENTERED ROUND CANOPY — STRAIGHT AIRCRAFT CABLES
- CANOPY FINISH FINI PAVILLON
’ BLKE BLACK FINE TEXTURE
WHE WHITE FINE TEXTURE
POWER CORD FINISH FINI CABLE D'ALIMENTATION
ARENA - SLICE 8293 ARENA - AIM 8292 WHE BLK BLACK POWER CORD
WH WHITE POWER CORD
MOUNTING OPTIONS OPTIONS DE MONTAGE CLR CLEAR POWER CORD
— RING FINISH FINIDE UANNEAU
fo
! > BLKE BLACK FINE TEXTURE
| — WHE WHITE FINE TEXTURE
RCT RC2 RC3 .
A Q27 x i7amm Sii82dizvmm ACCESSORY ACCESSOIRE
3981C JUNCTION BOX FOR RECESSED DRIVER OPTION SQ1 OR RC1
3981GA REMOTE DRIVER BOX 12'X16" FOR MOUNTING RC3 FOR DC LOAD 90W
39NLAA* NLIGHT AIR GEN 2 REMOTE CONTROLLER (NOT AVAILABLE WITH MOUNTING OPTION RC3)
8200-36 8200-54 39NLWA* NLIGHT WIRED REMOTE CONTROLLER (NOT AVAILABLE WITH MOUNTING OPTION RC3)
* FOR CHICAGO PLENUM INSTALLATION, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE.
60" 60"
1525mm 3" 1525mm 3"
1 t
75mm 75mm
236"
2915mm @54"
@1370mm

O EUREKA

Eureka Lighting © 2022

www.eurekalighting.com
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ARENA STRAIGHT 8210

‘ PROJECT PROJET ‘

‘ SPEC TYPE ‘
NOTES
FINISH FINI
|
==
‘s
BLKE WHE

FAMILY FAMILLE

= L A4

ARENA - BEAM 8290 ARENA - GLOW 8291 ARENA - AIM 8292 ARENA - BALL 8295

ARENA - CONE 8294 ARENA - SLICE SQ8296 ARENA-ACOUSTIC 8298
MOUNTING OPTION OPTION DE MONTAGE
l o) AI_I lo JT,_I
L 1T

sa1 RC3
6.6" X6.6" X 0.35 08.9° x 0.35" 09.40" x 1.87" 04.60" x 0.50"
167.64 x 167.64 x 9mm 0226.3 x 9mm 0238.7 x 47.5mm 0116.25 x 12.7mm

MOUNTING CABLE OPTION OPTION DE MONTAGE DE CABLE

-

—_— ; ]

STANDARD RCC

O EUREKA

Eureka Lighting © 2022

www.eurekalighting.com

ORDERING SPECIFICATION SPECIFICATION DE COMMANDE CODE

STANDARD MODEL MODELE STANDARD

8210-36 ARENA STRAIGHT 36"

8210-54 ARENA STRAIGHT 54"

8210-70 ARENA STRAIGHT 70" (2 SECTIONS CONNECTED WITH A JOINER)
8210-96 ARENA STRAIGHT 96"

8210-158 ARENA STRAIGHT 158" (3 SECTIONS CONNECTED WITH JOINERS)
8210-190 ARENA STRAIGHT 190" (2 SECTIONS CONNECTED WITH A JOINER)

DC LOAD PUISSANCE MAXIMALE DC

aow 90 WATTDC
180W 2X 90 WATT DC
ARENA LIGHT SOURCES
STRAIGHT BEAM GLOW AIM SLICE-SQ | SLICE-SQ BALL CONE ADAPTER
8210 8290 8291 8292 8296-36 | 8296-54 8295 8294 TAA

98|70

MAXIMUM DC LOAD 8WDC | 8WDC | 8WDC | 8WDC | MWDC | 8WDC | 11WDC

90W OR 180W
MAXIMUM TOTAL SEEIEE.EC
WEIGHT PER 0.62 0.70 0.61 2.22 3.50 0.48 0.88
SECTION LBS LBS LBS LBS LBS LBS LBS
25LBS
VOLTAGE VOLTAGE
120V 120 VOLT
277V 277 VOLT
CONTROL OPTIONS OPTION DE CONTROLE
DV 0-10V DIMMING (120V-277V)
NLTAIR2* NLIGHT AIR CONTROL GEN2 (NOT AVAILABLE WITH MOUNTING OPTION RC3)
NLIGHT* NLIGHT WIRED CONTROL (NOT AVAILABLE WITH MOUNTING OPTION RC3)
LED DIMMING DRIVER IS STANDARD IN THIS PRODUCT
*NLIGHT INTEGRATION REQUIRES A REMOTE POWER PACK (39NLAA & 39NLWA AS BELOW FOR NLIGHT).
REFER TO NLIGHT GUIDE AND INSTALLATION SHEET FOR ALL REQUIREMENTS.
CABLE CABLE AC

AC AIRCRAFT CABLE & POWER CORD, FIELD ADJUSTABLE
CABLE LENGTH LONGUEUR DE CABLE

60 60" AIRCRAFT CABLE (STD LENGTH)
*x CUSTOM AIRCRAFT CABLE LENGTH (PLEASE SPECIFY)
FOR OVERALL LENGTH, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE.

MOUNTING MONTAGE

sQ1 SQUARE CANOPY ON JBOX FOR RECESSED DRIVERS 0.35" (2437B) (PAIR WITH 3981C OR 3981D)
RC1 ROUND CANOPY ON JBOX FOR RECESSED DRIVERS 0.35" (2404B) (PAIR WITH 3981C OR 3981D)
RC2 ROUND SURFACE SCREWLESS CANOPY 1.87" (2475I)

RC3 ROUND SURFACE SCREWLESS CANOPY 0.50" FOR REMOTE DRIVER BOX 12"X16" (2471C)

(PAIR WITH ACCESSORY 3981GA OR 3981GB)

MOUNTING CABLE OPTION OPTION DE MONTAGE DE CABLE
RCC CENTERED CANOPY — STRAIGHT AIRCRAFT CABLES
IF NO OPTION IS SELECTED, AN OFF-CENTERED CANOPY WITH AIRCRAFT CABLES IS STANDARD
CANOPY & GRIPPERS FINISH FINI PAVILLON ET ATTACHES
BLKE BLACK FINE TEXTURE
WHE WHITE FINE TEXTURE

POWER CORD FINISH FINI CABLE D'ALIMENTATION

BLK BLACK POWER CORD
WH WHITE POWER CORD
CLR CLEAR POWER CORD

FRAME FINISH FINI DU CADRE

BLKE BLACK FINE TEXTURE
WHE WHITE FINE TEXTURE

ACCESSORY ACCESSOIRE

3981C JUNCTION BOX FOR 90W RECESSED DRIVER
3981D JUNCTION BOX FOR 180W RECESSED DRIVER
3981GA REMOTE DRIVER BOX 12"X16" FOR MOUNTING RC3 FOR DC LOAD 90W
3981GB REMOTE DRIVER BOX 12"X16" FOR MOUNTING RC3 FOR DC LOAD 180W

39NLAA* NLIGHT AIR GEN 2 REMOTE CONTROLLER (NOT AVAILABLE WITH MOUNTING OPTION RC3)
39NLWA* NLIGHT WIRED REMOTE CONTROLLER (NOT AVAILABLE WITH MOUNTING OPTION RC3)

*FOR CHICAGO PLENUM INSTALLATION, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE

PRODUCT CHARACTERISTICS CARACTERISTIQUES DU PRODUIT

_N
EE O
n

SPECIFICATION
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ARENA STRAIGHT 8210

CONFIGURATIONS 8210-36
ARENA STRAIGHT 36"
=1 )
3.00" -
76.2mm I I il
2.44" ol
62mm ! t N
36.00"
914.4mm
8210-54
ARENA STRAIGHT 54"
=1 9
IE il
I n
[l i
54.00"
1371.6mm
8210-70
ARENA STRAIGHT 70.4"
34.87" I 34.87" i
885.6mm 885.6mm
IE 17 |
[ il
70.39"
1787.9mm
8210-96
ARENA STRAIGHT 96"
‘:yz' 0
; I
I 7
[7 ol
96.00"
2438.4mm
8210-158
ARENA STRAIGHT 158.78"
52.79" i 52.79" ! 52.79" {
1340.8mm 1340.8mm 1340.8mm
1K T 0 il
[ ]
158.78"
4033mm
8210-190
ARENA STRAIGHT 190.39"
T 94.90" ! 94.90" !
2410.3mm 2410.3mm
[ i
190.39"
4835.9mm

O EUREKA SPECIFICATION
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ARENA SQUARE & RECTANGLE 8220

‘ PROJECT PROJET ‘

ORDERING SPECIFICATION SPECIFICATION DE COMMANDE CODE
‘ SPEC TYPE ‘ STANDARD MODEL MODELE STANDARD
8220-36X36 ARENA SQUARE 36X36"
NOTES 8220-54X54 ARENA SQUARE 54X54"

8220-96X96 ARENA SQUARE 96X96"

8220-36X54 ARENA RECTANGLE 36X54"
8220-36X96 ARENA RECTANGLE 36X96"
8220-54X96 ARENA RECTANGLE 54X96"

DC LOAD PUISSANCE MAXIMALE DC

90w 90 WATTDC
180W 90 WATT DC PER 2 SIDES
ARENA LIGHT SOURCES
SQUARE BEAM GLOW AIM SLICE-SQ | SLICE-SQ BALL CONE ADAPTER
8220 8290 8291 8292 8296-36 | 8296-54 8295 8294 TAA

918y == O

MAXIMUM DC LOAD 8WDC | BWDC | 8WDC | 8WDC | 8WDC | 8WDC | 1WDC

90W OR 180W
MAXIMUM TOTAL SEE SPEC
WEIGHT PER 062 | 070 0.61 2.22 3.50 0.48 0.88 SHEET
SECTION LBS LBS LBS LBS LBS LBS LBS
25LBS
VOLTAGE VOLTAGE
120V 120 VOLT
277V 277 VOLT
CONTROL OPTIONS OPTION DE CONTROLE
FINISH FINI v 0-10V DIMMING (120V-277V)
NLTAIR2* NLIGHT AIR CONTROL GEN2 (NOT AVAILABLE WITH MOUNTING OPTION RC3)
NLIGHT* NLIGHT WIRED CONTROL (NOT AVAILABLE WITH MOUNTING OPTION RC3)
LED DIMMING DRIVER IS STANDARD IN THIS PRODUCT
*NLIGHT INTEGRATION REQUIRES A REMOTE POWER PACK (39NLAA & 39NLWA AS BELOW FOR NLIGHT)
REFER TO NLIGHT GUIDE AND INSTALLATION SHEET FOR ALL REQUIREMENTS.
CABLE CABLE AC
BLKE WHE AC AIRCRAFT CABLE & POWER CORD, FIELD ADJUSTABLE
CABLE LENGTH LONGUEUR DE CABLE
FAMILY FAMILLE 60 60" AIRCRAFT CABLE (STD LENGTH)
*x CUSTOM AIRCRAFT CABLE LENGTH (PLEASE SPECIFY)
FOR OVERALL LENGTH, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE.
_ MOUNTING MONTAGE
|
! ‘ sa1 SQUARE CANOPY ON JBOX FOR RECESSED DRIVERS 0.35" (2437B) (PAIR WITH 3981C OR 3981D)
B ‘ RC1 ROUND CANOPY ON JBOX FOR RECESSED DRIVERS 0.35" (2404B) (PAIR WITH 3981C OR 3981D)
RC2 ROUND SURFACE SCREWLESS CANOPY 1.87* (2475)
RC3 ROUND SURFACE SCREWLESS CANOPY 0.50" FOR REMOTE DRIVER BOX 12"X16" (2471C)
(PAIR WITH ACCESSORY 3981GA OR 3981GB)
ARENA-BEAM 8290  ARENA-GLOW 8291  ARENA - AlM 8292 ARENA - BALL 8295

MOUNTING CABLE OPTION OPTION DE MONTAGE DE CABLE

RCC CENTERED CANOPY — STRAIGHT AIRCRAFT CABLES
IF NO OPTION IS SELECTED, AN OFF-CENTERED CANOPY WITH AIRCRAFT CABLES IS STANDARD
//
CANOPY & GRIPPERS FINISH FINI PAVILLON ET ATTACHES
BLKE BLACK FINE TEXTURE
WHE WHITE FINE TEXTURE

POWER CORD FINISH FINI CABLE D'ALIMENTATION

ARENA-CONE8294  ARENA- SLICESQ8296 ARENA-ACOUSTIC 8298 BLK BLACK POWER CORD
WH WHITE POWER CORD
CLR CLEAR POWER CORD

MOUNTING OPTION OPTION DE MONTAGE
FRAME FINISH FINI DU CADRE

- i BLKE BLACK FINE TEXTURE
lo B lo . WHE WHITE FINE TEXTURE
L 1 — ACCESSORY ACCESSOIRE
s, ROL ReZ Rea 3981C JUNCTION BOX FOR 90W RECESSED DRIVER
16683560 Qixomm 05505 % amm 02367 45 &mm Oi6 22 i8mm 3981D JUNCTION BOX FOR 180W RECESSED DRIVER
3981GA REMOTE DRIVER BOX 12"X16" FOR MOUNTING RC3 FOR DC LOAD 90W
3981GB REMOTE DRIVER BOX 12"X16" FOR MOUNTING RC3 FOR DC LOAD 180W
39NLAA* NLIGHT AIR GEN 2 REMOTE CONTROLLER (NOT AVAILABLE WITH MOUNTING OPTION RC3)
MOUNTING CABLE OPTION OPTION DE MONTAGE DE CABLE 39NLWA* NLIGHT WIRED REMOTE CONTROLLER (NOT AVAILABLE WITH MOUNTING OPTION RC3)
* FOR CHICAGO PLENUM INSTALLATION, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE
PRODUCT CHARACTERISTICS CARACTERISTIQUES DU PRODUIT
N
I I m m E n
n
STANDARD RCC

O EUREKA SPECIFICATION
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ARENA SQUARE & RECTANGLE 8220

CONFIGURATIONS 8220-36X36

ARENA SQUARE 36" x 36"

- .
3.00° [ i
76.2mm I
36.00" 36"
914.4mm 914.4mm

36.00"
914.4mm

8220-54X54

ARENA SQUARE 54" x 54"

=1 0

I I
54.00" 54.00"
1371.6mm 1371.6mm
54.00"
1371.6mm
8220-96X96
ARENA SQUARE 96" x 96"
9
(I I

96.00"
2438.4mm

96.00"

2438.4mm

O EUREKA

Eureka Lighting © 2022

www.eurekalighting.com

8220-36X96
ARENA RECTANGLE 36" x 96"
—_— 0
(I Il
96.00"
2438.4mm
8220-54X96

ARENA RECTANGLE 54" x 96"
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8220-36X54
ARENA RECTANGLE 36" x 54"
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