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VERNER 4273
ORDERING SPECIFICATION  SPÉCIFICATION DE COMMANDE CODE

MODEL  MODÈLE

4273-14
4273-23

VERNER 14”
VERNER 23”

LIGHT SOURCE  SOURCE LUMINEUSE

LED
LED.HO

REGULAR OUTPUT
HIGH OUTPUT

COLOR TEMPERATURE  TEMPÉRATURE DE COULEUR

27 *
30
35
40

2700K
3000K
3500K
4000K
* LONGER LEAD TIME MAY APPLY, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE

COLOR RENDERING INDEX (CRI)  INDICE DE RENDU DE COULEUR (IRC)

80
90 *

80+ CRI
90+ CRI
* LONGER LEAD TIME MAY APPLY, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE

VOLTAGE  VOLTAGE

120V
277V
347V *

120 VOLT
277 VOLT
347 VOLT
* 347V COMES WITH A Ø9,3” X 1.75” CANOPY

CONTROL OPTION  OPTION DE CONTRÔLE*

DV
DP
NLTAIR2
NLIGHT

0-10V DIMMING (120V-277V & 347V)
PHASE DIMMING (120V ONLY) 
NLIGHT AIR CONTROL GEN 2 (A)*

NLIGHT WIRED CONTROL(B)*

(A)NLIGHT AIR INTEGRATED INSIDE PRODUCT
(B)REQUIRES REMOTE POWER PACK (39NLWA)
*EMERGENCY BATTERY NOT AVAILABLE WITH NLIGHT
*REFER TO NLIGHT GUIDE AND INSTALLATION SHEET FOR ALL REQUIREMENTS.

EMERGENCY BATTERY  BATTERIE D'URGENCE

AVAILABLE WITH LED SOURCES 120-227V. EM DRIVER BOX INCLUDED, INSTALLED REMOTELY. SEE EM GUIDE FOR DETAILS.
WITH DV DIMMING OPTION, AN ADDITIONAL POWER CABLE WILL DROP FROM CEILING NEXT TO MAIN CABLE.

EMB * EMERGENCY BATTERY FOR REMOTE BOX
* 3981EA ACCESSORY IS REQUIRED; ONLY AVAILABLE WITH CABLE

STEM OR CABLE  TIGE OU CABLE

S10
C
AC

3/8” (10MM) STEM, NOT FIELD ADJUSTABLE
CABLE, FIELD ADJUSTABLE (FOR 4273-14)
AIRCRAFT MOUNTING & CABLE, FIELD ADJUSTABLE (FOR 4273-23)

STEM OR CABLE LENGTH  LONGUEUR DE TIGE OU CABLE

36
60
**
**

36" STEM (STD LENGTH)
60" CABLE (STD LENGTH)
CUSTOM STEM LENGTH (PLEASE SPECIFY)
CUSTOM CABLE LENGTH (PLEASE SPECIFY)
FOR OVERALL LENGTH, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE.

CANOPY FINISH  FINI PAVILLON

BLKE
WHE

BLACK FINE TEXTURE
WHITE FINE TEXTURE

POWER CORD OR STEM FINISH  FINI CABLE D’ALIMENTATION OU TIGE

BLK
WH

BLACK POWER CORD
WHITE POWER CORD

SHADE FINISH  FINI ABAT-JOUR (A)

BLKE
WHE
RAL (B)

BLACK FINE TEXTURE
WHITE FINE TEXTURE
PLEASE SPECIFY RAL CODE
(A) SHADE INTERIOR IS ALWAYS WHITE 
(B) LONGER LEAD TIME MAY APPLY, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE

DIFFUSER FINISH  FINI DIFFUSEUR WH

WH WHITE

ACCESSORY  ACCESSOIRE

39NLWA*
3981EA

NLIGHT WIRED REMOTE CONTROLLER 
ELECTRICAL BOX FOR EMB EMERGENCY BATTERY
*FOR CHICAGO PLENUM INSTALLATION, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE.

FINISH  FINI

BLKE WHE

4273-14 4273-23

Ø23.30"
Ø592mm

19.65"
500mm

FAMILY  FAMILLE

4273-14 4272-9 4272DI-16

4273-23 4272D-9 DIRECT ONLY 4272D-16 DIRECT ONLY

Ø14.55"
Ø370mm

13.55"
345mm
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VERNER 4273-14
ORDERING SPECIFICATION  SPÉCIFICATION DE COMMANDE CODE

QUICKSHIP

QS5
QS10

QUICKSHIP 5 DAYS - MAXIMUM 5 UNITS   QUICKSHIP 5 JOURS - MAXIMUM 5 UNITÉS
QUICKSHIP 10 DAYS - MAXIMUM 20 UNITS   QUICKSHIP 10 JOURS - MAXIMUM 20 UNITÉS

MODEL  MODÈLE 4273-14

4273-14 VERNER

LIGHT SOURCE  SOURCE LUMINEUSE

LED
LED.HO

REGULAR OUTPUT
HIGH OUTPUT

COLOR TEMPERATURE  TEMPÉRATURE DE COULEUR

30
35
40

3000K
3500K
4000K

COLOR RENDERING INDEX (CRI)  INDICE DE RENDU DE COULEUR (IRC) 80

80 80+ CRI

VOLTAGE  VOLTAGE

120V
277V

120 VOLT
277 VOLT

DIMMING OPTION  OPTION DE GRADATION

DV
DP

0-10V DIMMING (120V-277V)
PHASE DIMMING (120V ONLY)
LED DIMMING DRIVER IS STANDARD IN THIS PRODUCT, PLEASE SPECIFY YOUR DIMMING TYPE.

STEM OR CABLE  TIGE OU CABLE C

C CABLE, FIELD ADJUSTABLE

STEM OR CABLE LENGTH  LONGUEUR DE TIGE OU CABLE

60
**

60" CABLE (STD LENGTH)
CUSTOM CABLE LENGTH (PLEASE SPECIFY)
FOR OVERALL LENGTH, PLEASE CONTACT YOUR EUREKA REPRESENTATIVE.

CANOPY FINISH  FINI PAVILLON

BLKE
WHE

BLACK FINE TEXTURE
WHITE FINE TEXTURE

SHADE FINISH  FINI ABAT-JOUR (A) (B)

BLKE
WHE

BLACK FINE TEXTURE
WHITE FINE TEXTURE
(A) SHADE INTERIOR IS ALWAYS WHITE
(B) SHADE FINISH DICTATES THE CABLE COLOR

DIFFUSER FINISH  FINI DIFFUSEUR WH

WH WHITE

4273-14

Ø14.55"
Ø370mm

13.55"
345mm

FINISH  FINI

BLKE WHE

PRODUCT CHARACTERISTICS  CARACTÉRISTIQUES DU PRODUIT

 
 

 

 

Verner, at its core, is a powerful light engine fused to a timeless geometric aluminum shell. A 
diffusion dome hidden inside the shade makes for a pleasant surprise when you look up.

Single power cable or stem for a minimalist look.

A highly powerful COB type light source project a light, softened by a polymer diffusion dome 
to create an illumination that is efficient, yet soft to the eye. Many control options available.

Precision spun aluminum shade, with a white internal finish for optimal light reflection.

c-CSA-us

DESIGN :

INSTALLATION :

LIGHT SOURCE :

SHADE :

CERTIFIED :





PUISSANCE VIVE
Module d’éclairage haute puissance produisant

autant de lumière que vous voulez

SIMPLE
L’unité d’alimentation est à l’intérieur

du luminaire afin d’en facilité l’entretien

APPARENCE PURE
L'abat-jour minimaliste en aluminium tourné

donne une apparence géométrique 
 intemporelle au luminaire

SUSPENSION
Cable unique ou tige (4273-14)

Triple cable d’acier ou tige (4273-23)

LUMIÈRE ÉLEGANTE
Le diffuseur rond produit une illumination 
charmante & reduit l’éblouissement quand 
la puissance est au maximum

ROBUSTE
Tube d’aluminium épais ajouré sur le dessus afin 
de complèter la cheminée thermique interne

GOOD
DESIGN

Ø14.5in
Ø370mm

Ø23.3in
Ø592mm

13.5in
345mm 19.5in

495mm

4273-14 4273-23

nLIGHT AIR  (Optionnel)
Antenne intégrée pour une performance optimale

INSTALLATION PARFAITE
Pavillon magnétique mince,

sans quincaillerie visible

DONNÉES TECHNIQUES

V1.0 — 2021.08Tous droits réservés et tous les dessins protégés par le droit d'auteur. Eureka Lighting se réserve le droit de changer ou de modifier les spécifications sans préavis.
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